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Specifications:

Max Max 
Model Number Output Pressure Displacement Length Width Height Weight
 psi (bar) in/stroke (cc/stroke) in (cm) in (cm) in (cm) lb (kg)

06-5022-6C00 ..................200 (13.8) ................... 4.4 (72.1) ...................... 8 (21) .................. 8 (21) ..................20 (52) ..................18 (8)
06-5056-1D00 ...................125 (8.6) .................. 14.7 (240.9) ..................12 (30.5) ..............12 (30.5) ............. 12 (30.5) ..............9.5 (4.3) 

Standard Features:
Model:  06-5022-6C00 (Embraer) 

• Fluid servicing of shimmy damper unit on aircraft
• Hose storage bracket
• 2 micron filtration
• Designed for high viscosity silicone damper fluid
• Schraider valve output connector
• Stainless steel construction
• 2 gal (7.6 l) reservoir
• 2 in (5 cm) filler port

Another Innovative Solution From Tronair
Designed in conjunction with the airframe manufactures to service  
high viscosity silicone damper fluid

Standard Features:
Model:  06-5056-1D00 (Sikorsky) 

• Fluid servicing of shimmy damper unit on aircraft
• Designed for high viscosity silicone damper fluid
• Schraider valve output connector
• Compressed air driven
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