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TKS Fluid
Service Unit

TR021210

Specifications:

Model	 Length	 Width	 Height	 Weight
	 in (cm)	 in (cm)	 in (cm)	 lb (kg)

09-5046-6500............................. 17 (43)..................................14 (35.6).....................................44 (112)......................................44 (19)

09-5046-6500

Standard Features:
•	 Designed specifically for TKS anti-icing fluid
•	 2 micron filtration
•	 6 gal (23 l) capacity
•	 85 psi (5.9 bar) recommended maximum pressure
•	 Safety pressure relief set at 125 psi (8.6 bar)
•	 15 ft (4.6 m) standard outlet hose with instant on/off squeeze handle 

with #4 tube extension
•	 8 in (20 cm) semi-pneumatic tires
•	 Corrosion resistant ASME certified stainless steel tank
•	 Extended neck to reach fill port

TKS Fluid Servicing Has Never Been Easier
Many aircraft offer TKS fluid as an anti-icing option including:

Aero Commander 500B, 500U and 500S
Baron B55, C, D, E55 and 58  •  Bonanza 33, 36, and S35 thru V 35B
Cessna 182, 206/T206, 210 and 208 Grand Caravan  •  Colombia 400

  Commander 114B and 114TC  •  Hawker 125 series
Mooney M20J, K, M, R and S  •  Trinidad Socata


