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Hydraulic & Engine Oil
Servicing & Testing

06-5004-Series

06-4005 Series
Models:  06-4005-0511, 06-4005-0800, 06-4005-3611 
Standard Features:

•	 2 qt (1.9 l) steel reservoir
•	 2 micron filtration (Beta rating > 1000 @ 4 μm per ISO 4572)
•	 Shut off valve (zero leakage)
•	 Single stage manual hand pump
•	 Stroke displacement .58 in3/stroke
•	 Relief set 3,250 psi
•	 Pressure gauge 5,000 psi (345 bar)
•	 15 ft (4.6 m) #4 hose with 37º JIC female swivel connector
•	 Finish: Durable Powder Coat Tronair Blue

06-4035, 06-5004, 06-5040 and 06-5041 Series 
NSN:  4920-01-578-3125 - for model 06-4035-0500
Models:	 06-4035-0500, 06-4035-0800, 06-4035-3600
		  06-5004-0500, 06-5004-0800, 06-5004-3600
		  06-5040-0510, 06-5040-0800, 06-5040-3600
		  06-5041-0500, 06-5041-0800, 06-5041-3610
Standard Features:

•	 8 gal (30 l) polyethylene reservoir
•	 15 ft (4.6 m) #4 hose with 37º JIC female swivel connector
•	 Shut off valve for static testing
•	 2 micron filtration (Beta rating > 2000 per ISO 4572)
•	 Dual stage manual hand pump
•	 Stroke displacement 
	 2.1 in3/stroke to 500 psi
	 .4 in3/stroke to 5,000 psi
•	 8 in (20 cm) semi-pneumatic tires
•	 Dual hose selector valve standard on  

06-5004 and 06-5041 series only
•	 Sturdy welded steel construction
•	 Finish: Durable Powder Coat Tronair Blue

06-4005-Series

TR021210

06-4035-Series
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06-5009 and 06-5010 Series 
Models:	 06-5009-6500, 06-5009-6600, 06-5009-6800 
		 06-5010-6500, 06-5010-6600, 06-5010-6800
Standard Features:

•	 2 micron filtration (Beta rating > 1000 @ 4 μm per ISO 4572)
•	 15 ft (4.6 m) #6 hose with 37º JIC  

female swivel connector
•	 Sturdy steel construction
•	 100 psi (6.9 bar) certified pressure gauge
•	 125 psi (8.6 bar) safety pop off valve
•	 Shut off valve and filler tube
•	 8 in (20 cm) semi-pneumatic tires 

06-5021 Series
Models:  06-5021-1500, 06-5021-1800, 06-5021-3600 
Standard Features:

•	 Pump directly from 5 U.S. gallon container
•	 2 micron filtration (Beta rating > 1000 @ 4 μm per ISO 4572)
•	 15 ft (4.6 m) #6 hose with 37º JIC female swivel connector
•	 Sturdy steel construction
•	 200 psi (13.8 bar) maximum pressure
•	 High displacement hand pump (13 strokes per quart)
•	 06T5021-1500 and 06T5021-3600 adds a Totalizer to unit
•	 Finish: Durable Powder Coat Tronair Blue

06-5022 Series 
Models:	 06-5022-6500, 06-5022-6600, 06-5022-6800
Standard Features:

•	 2 micron filtration (Beta rating > 1000 @ 4 μm per ISO 4572)
•	 15 ft (4.6 m) #6 hose with 37º JIC female swivel connector
•	 Sturdy steel construction
•	 2 in (5 cm) filler port
•	 High displacement hand pump (13 strokes per quart)
•	 Hose storage bracket

06-5042 Series
Models: 	06-5042-0500, 06-5042-0800, 06-5042-3600
Standard Features:

•	 2 micron filtration (Beta rating > 1000 @ 4 μm per ISO 4572)
•	 15 ft (4.6 m) #6 hose with 37º JIC female swivel connector
•	 Sturdy steel construction
•	 High displacement hand pump (13 strokes per quart)
•	 8 in (20 cm) semi-pneumatic tires
•	 Finish:	 Durable Powder Coat Tronair Blue

06-5024 Series
Models:	06-5024-3510, 06-5024-3610, 06-5024-3800
		 06T5024-3510, 06T5024-3610, 06T5024-3800

•	 Attaches to any 55 U.S. gallon drum
•	 2 micron filtration  

(Beta rating > 1000 @ 4 μm per ISO 4572)
•	 15 ft (4.6 m) #6 hose with 37º JIC  

female swivel connector
•	 Sturdy steel construction
•	 100 psi (6.9 bar) maximum pressure
•	 14 gpm maximum flow
•	 Shut off valve
•	 Operates off shop air
•	 Optional drum dolly (H-1726)
•	 Finish:	Durable Powder Coat  

	 Tronair Blue

06-5042-Series

06-5024-Series

06-5043 Series 
Models:	 06-5043-1500, 06-5043-1800, 
		 06-5043-3600
Standard Features:

•	 2 micron filtration  
(Beta rating > 1000 @ 4 μm per ISO 4572)

•	 15 ft (4.6 m) #6 hose with 37º JIC  
female swivel connector

•	 Sturdy steel construction
•	 16 gauge sheet metal weather proof cabinet
•	 High displacement hand pump (13 strokes per quart)
•	 Front wheels lock with towbar in upright position
•	 10 in (25 cm) pneumatic tires
•	 Finish: Durable Powder Coat Tronair Blue

06-5022-Series
06-5025 Series
Models:	06-5025-1512, 06-5025-3610
Standard Features:	

•	 2 micron filtration  
(Beta rating > 1000 @ 4 μm per ISO 4572)

•	 15 ft (4.6 m) #6 hose with 37º JIC  
female swivel connector

•	 Sturdy steel construction
•	 100 psi (6.9 bar) maximum pressure
•	 14 gpm maximum flow
•	 68 gal (257 l) capacity
•	 High displacement pneumatic pump driven by  

self-contained nitrogen bottle and shut-off valve
•	 Front wheels lock with towbar in upright position
•	 Finish:	 Durable Powder Coat Tronair Blue
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