TRONA'_B_ Lavatory Servicing

Lavatory Servicing Carts C €

Remove Waste From Aircraft

Standard Features: \
Model: 10-6409-0000

Models 10-4036-0001, 10-4036-0010, 10D4036-0010

Models 10-6401-0010, 10-6402-0010, 10-6410-0000

Lower than a wing, narrower than a doorway
Gravity emptied dump tank with gate valve
Dump and fill tanks constructed of

high density polyethylene with UV inhibitors

6’ (1.8 m) blue waste hose with GA coupler
10’ (3 m) black waste outlet hose

12’ (3.7 m) clear fill hose with coupler and plug
Manual fill pump (4 stroke per gallon)

Extra wide access port to sloped waste tank
makes for easy cleaning

Front wheels lock with towbar in upright position
Front wheel assembly for easy maneuvering
10 in (25.4 cm) pneumatic tires

Heavy duty chassis and towing system

Finish: Durable Powder Coat Tronair Blue

10-6409-0000

* Sturdy welded steel construction

Dump and fill tanks constructed of

high density polyethylene with UV inhibitors
2in (5 cm) x 10 ft (3.1 m) discharge hose with end cap
1in (2.54 cm) x 8 ft (2.4 m) fill hose

Manual fill and dump pumps (6 stroke per gallon)
Front wheels lock with towbar in upright position

Front wheel assembly for easy maneuvering

8 in (20 cm) pneumatic tires

Order 10D4036-0010 for Shorts Aircraft (includes K-1036)
Finish: Durable Powder Coat Tronair Blue

* Sturdy welded steel construction

Dump and fill tanks constructed of

high density polyethylene with UV inhibitors
Gravity emptied dump tank with gate valve

18 in (46 cm) discharge hose

1in (2.54 cm) x 8 ft (2.4 m) fill hose

Drain back valve empties fill hose after use

30 in (76 cm) height to dump hose connection
(10-6402-0010, 10-6410-0000)

Manual fill and dump pumps (6 stroke per gallon)
(10-6401-0010)

Manual fill pump with totalizer (10-6402-0010)

Pneumatic fill pump (0-14 gpm) with totalizer (10-6410-
0000)

Front wheels lock with towbar in upright position

Front wheel assembly for easy maneuvering

8 in (20 cm) wheels (10-6401-0010)

8 in (20 cm) front wheels (10-6402-0010, 10-6410-0000)
10 in (25 cm) rear wheels (10-6402-0010, 10-6410-0000)
Finish: Durable Powder Coat Tronair Blue

10-6401-0010



Specifications:

Dump Fill
Model Number Tank Tank Length Width Height Weight
gal (1) gal (1) in (cm) in (cm) in (cm) Ib (kg)

10-4036-0001 31 (117) 15 (57) 54 (137) 36 (91) 22 (56) 280 (127)
10-4036-0010 31 (117) 15 (57) 54 ( 280 (127)
10D4036-0010 31 (117) 15 (57) 54 (137) 29 (74) 280 (127)
10-6401-0010 136 (515) 68 (257) 72 (183) 46 (117) 45 (114) 700 (318)
10-6402-0010 68 (257) 31 (117) 64 ( 37.5 (95) 49.5 (126) 600 (272)
10-6409-0000 35 (132) 25 (95) 39 /4 (99.7) 27 /4 (69.2) 194 (88)
10-6410-0000 68 (257) 31 (117) 37.5 (95) 49.5 (126) 600 (272)

Lavatory Fittings, Connectors, Adaptors & Tools

K-2029/K-2922 1 10-6403-6000
Tee Handle aircraft plug removal tool

Kit Number Part Description

Wye Type Dump Connector Used as an extension with straight connector kit K-2412

Aircraft Lavatory Plug 4 in (10.2 cm) standard replacement lavatory plug

Wye Type Dump Connector Dump coupling with 5 ft (1.52 m), 4 in (10.2 cm) |.D. hose

Learjet 60 Adaptor Adapts 2 in (5.1 cm) aircraft dump system to standard 4 in (10.2 cm)
standard coupling. Includes Lear 60 Fill Adaptor

Chemical Fill Connector Used to fill lavatory chemical solution reservoir

Straight Type Dump Connector Dump coupling with 5 ft (1.52 m), 4 in (10.2 cm) |.D. hose

Wye Type Dump Connector Dump coupling with 15 ft (4.6 m), 4 in (10.2 cm) |.D. hose

Dump Coupling Plug Used to prevent spilling waste solution
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