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Electric Tow Tractor

Standard  Features:
		  ET20	 ET30
•	Max Draw Bar Pull:	 1,000 lbs (4,448 N)	 1,500 lbs (6,672 N)
•	Drive Type:	 DC	 AC
•	Controller Model/Mfg:	 1244/Curtis	 ACS/Danaher
•	Motor Mfg:	 GE	 Danaher
•	48V (eight - 6 volt batteries included)
•	395 amp/hr battery capacity
•	110V 25 amp on board charger
•	Battery weight:	 1,100 lbs (500 kg) max
		  1,000 lbs (455 kg) min
•	39.5 in (100 cm)/39.3 in (99.8 cm) track width C/L front/rear

Specifications:

	Model	 Tow	 Speed	 Length		  Height	 Weight	 Weight
Number	 Capacity	 Empty	 w/Hitch	 Width	 w/out Cab	 w/out Batteries	 w/Batteries
		  lb (kg)	 mph (kph))	 in (cm)	 in (cm)	 in (cm)	 lb (kg)	 lb (kg)
	
ET20.........20,000 (9,072)........... 12 (19)............126 (320)..........47.5 (120.7)........... 53.5 (135.9).......... 2,550 (1,156.7).......3,650 (1,655.6)
ET30........30,000 (13,608).......... 15 (24)............126 (320)..........47.5 (120.7)........... 53.5 (135.9)............2,900 (1,315)......... 4,000 (1,814)
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•	185/65R15 tires
•	57.5 in (146 cm) wheel base
•	One piece frame with inner frame rails
•	5.5 in (14 cm) ground clearance
•	Front/Rear disc brakes
•	Service brake on rear axle
•	Leaf spring suspension
•	24.49:1 gear reduction
•	33.5 in (85 cm) seat height
•	145 in (368 cm) outside turning radius

Tow up to five fully loaded baggage carts 
without using any gasoline!

Charge unit in any standard wall outlet


